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Chalfant Series 5 Channel Cable Tray

Specifications

Cable Tray:

Cable Channel shall be a solid Aluminum or Steel design equal to Chalfant’s Series 5.

Straight Sections:

Shall be solid or ventilated.  Ventilated design shall have a diamond pattern 1 5/8” sides on 5 ½” centers with flange height of 1.75”.  Widths shall be 4” or 6.4”.

Fittings:

Shall be one piece construction with a 12, 24, 36 or 48” smooth radii.  Fittings shall have a 3” tangent for easy fit-up in field.

Material:

Shall be aluminum or steel.  The Aluminum shall be 6063T6 and 0.125” thick flanges, with a load capacity of 12 lbs/ft for 4” width and 18 lbs/ft for 6.4” width at a 12’ support span.  The Steel shall be 14 gauge either G(HDGAF to ASTM 123) or S(MilGalv to ASTM 653 G-90 coating) with a load capacity of 10 lbs/ft for 4” width and 14 lbs/ft at 6.4” width at a 12’ support span.  Also available is 304 or 316 Stainless Steel – 14 gauge.

Cover:

Shall be flat flanged with minimum 20 gauge steel or .040 aluminum.

Hardware:

Shall be 3/8” diameter 302 Stainless Steel Round head serrated bolts with 304 Stainless Steel with integral lock washer nuts.

NEMA/UL:

Shall be built to NEMA VE-1 and have a UL classification for tray to be used as an equipment grounding conductor.

Support Options:

· Single Center Support

· Dual (parallel) run support

· Wall mounted off shelf brackets

· Directly on struts, pipe racks or building steel

